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T-SLOT DETAIL

R
R

a +0.5
   0

b
+3
   0

c
+   

0.
25

d
+2    

0

A B

a 22 mm (0.87 in) 28 mm (1.10 in)

b 37 mm (1.46 in) 48 mm (1.89 in)

c 24 mm (0.95 in) 28 mm (1.10 in)

d 16 mm (0.63 in) 20 mm (0.79)

R 1 mm (0.04 in) 1 mm (0.04 in)

Dim.
Type

SLIDE PLATE

MODEL SLX-160 SLX-200 SLX-250 SLX-300 SLX-400

Slide Plate Area
 (LR x FB)

1600 x 650 mm
(62.99 x 25.59 in)

1850 x 750 mm
(72.84 x 29.53 in)

2100 x 900 mm
(82.68 x 35.43 in)

2200 x 900
(86.61 x 35.43 in)

2200 x 900
(86.61 x 35.43 in)

Type of T-Slot A B B B B

No. of T-Slot 6 6 6 6 6

b6 375 mm
(14.76 in)

375 mm
(14.76 in)

450 mm
(17.72 in)

450 mm
(17.72 in)

450 mm
(17.72 in)

b47 125 mm
(4.92)

125 mm
(4.92)

150 mm
(5.91 in)

150 mm
(5.91 in)

150 mm
(5.91 in)

BOLSTER

Fig. 4

Fig. 3Fig. 1

Fig. 2

MODEL SLX-160 SLX-220 SLX-250 SLX-300 SLX-400

Bolster Area (LR x FB) 1800 x 760 mm
(70.87 x 29.92 in)

2200 x 940 mm
(86.62 x 37.01 in)

2500 x 1000 mm
(98.43 x 39.37 in)

2500 x 1000 mm
(98.43 x 39.37 in)

2500 x 1000 mm
(98.43 x 39.37 in)

Type of T-Slot A B B B B

No. of T-Slot 8 8 8 8 8

b1 375 mm (14.76 in) 375 mm (14.76 in) 450 mm (17.72 in) 450 mm (17.72 in) 450 mm (17.72 in)

b2 125 mm (4.92 in) 125 mm (4.92 in) 150 mm (5.91 in) 150 mm (5.91 in) 150 mm (5.91 in)

b3 450 mm (17.72 in) 710 mm (27.95 in) 680 mm (26.77 in) 680 mm (26.77 in) 680 mm (26.77 in)

b4 520 mm (20.47 in) 520 mm (20.47 in) 540 mm (21.26 in) 540 mm (21.26 in) 540 mm (21.26 in)

b5 415 mm (16.34 in) 455 mm (17.91 in) 510 mm (20.08 in) 510 mm (20.08 in) 510 mm (20.08 in)

Fig 2. Fig 4

No. of Pin 
Hole x Dia. 40 x Ø20 48 x Ø28 70 x Ø28 70 x Ø28 70 x Ø28

c x d 75 x 75 mm 
(2.95 x 2.95 in)

100 x 100 mm
(3.94 x 3.94 in)

100 x 100 mm
(3.94 x 3.94 in)

100 x 100 mm
(3.94 x 3.94 in)

100 x 100 mm
(3.94 x 3.94 in)

+0.5
+0.1

+0.5
+0.1

+0.5
+0.1

+0.5
+0.1

+0.5
+0.1

OUTLINE DIMENSIONS

MODEL SLX-160 SLX-200 SLX-250 SLX-300 SLX-400

Type D B D B D B D B D B

AA 2630 mm (103.54 in) 3000 mm (118.11 in) 3310 mm (130.32 in) 3450 mm (135.83 in) 3450 mm (135.83 in)

AB 2280 mm (89.76 in) 2650 mm (104.33 in) 2960 mm (116.54 in) 3100 mm (122.05 in) 3100 mm (122.05 in)

AC 1800 mm (70.87 in) 2200 mm (86.61 in) 2500 mm (98.43 in) 2500 mm (98.43 in) 2500 mm (98.43 in)

AD 1920 mm (75.59 in) 2290 mm (90.16 in) 2600 mm (102.36 in) 2650 mm (104.33 in) 2650 mm (104.33 in)

AE 1600 mm (62.99 in) 1850 mm (72.84 in) 2100 mm (82.68 in) 2200 mm (86.61 in) 2200 mm (86.61 in)

BA 1450 mm (57.09 in) 1600 mm (62.99 in) 1770 mm (69.69 in) 1870 mm (73.62 in) 2000 mm (78.74 in)

BB 1290 mm (50.79 in) 1440 mm (56.70 in) 1610 mm (63.39 in) 1710 mm (67.32 in) 1840 mm (72.44 in)

BC 700 mm (27.56 in) 900 mm (35.43 in) 900 mm (35.43 in) 900 mm (35.43 in) 900 mm (35.43 in)

BD 2240 mm (88.19 in) 2390 mm (94.09 in) 2510 mm (98.82 in) 2600 mm (102.36 in) 2810 mm (110.63 in)

BE 490 mm (19.29 in) 620 mm (24.41 in) 670 mm (26.38 in) 770 mm (30.32 in) 770 mm (30.32 in)

HA 1000 mm (39.37 in) 1000 mm (39.37 in) 1100 mm (43.31 in) 1100 mm (43.31 in) 1200 mm (47.24 in)

HB 450 mm 
(17.72 in)

400 mm
(15.75 in)

500 mm
(19.69 in)

450 mm 
(17.72 in)

550 mm
(21.65 in)

450 mm 
(17.72 in)

550 mm
(21.65 in)

450 mm 
(17.72 in)

550 mm
(21.65 in)

450 mm 
(17.72 in)

HC 180 mm
(7.09 in)

130 mm
(5.19 in)

250 mm
(9.84 in)

150 mm
(5.91 in)

280 mm
(11.02 in)

170 mm
(6.70 in)

300 mm
(11.81 in)

170 mm
(6.70 in)

300 mm
(11.81 in)

170 mm
(6.70 in)

HD 4440 mm
(174.80 in)

4365 mm
(171.85)

4910 mm
(193.31 in)

4810 mm
189.37 in)

5385 mm
(212.01 in)

5230 mm
(205.91 in)

5395 mm
(212.40 in)

5230 mm
(205.91 in)

5520 mm
(217.32 in)

5355 mm
(210.83 in)

HE 940 mm (37.01 in) 940 mm (37.01 in) 1040 mm (40.95 in) 1040 mm (40.95 in) 1140 mm (44.88 in)

HF 450 mm (17.72 in) 600 mm (23.62 in) 600 mm (23.62 in) 600 mm (23.62 in) 600 mm (23.62 in)

SPECIFICATIONS

MODEL SLX-160 SLX-200 SLX-250 SLX-300 SLX-400

Type D B D B D B D B D B

Capacity
US Tons 176 220 275 330 440

Metric Tons 160 200 250 300 400

Rated tonnage point
in. 0.24 0.19 0.24 0.19 0.28 0.19 0.28 0.19 0.28 0.19

mm 6 3 6 3 7 3 7 3 7 3

Speed SPM
30 40 20 35 20 30 20 30 20 30

55 85 50 70 40 60 35 50 35 50

Stroke length
in. 7.09 5.19 9.84 5.91 11.02 6.69 11.81 6.69 11.81 6.69

mm 180 130 250 150 280 170 300 170 300 170

Die height (S. D. A. U.)
in. 17.72 15.75 19.69 15.75 21.65 15.75 21.65 15.75 21.65 15.75

mm 450 400 500 450 550 450 550 450 550 450

Maximum upper die weight
lbs. 2645 3306 4850 5291 5291

kg 1200 1500 2200 2400 2400

Slide adjustment
in. 3.94 4.72 4.72 4.72 4.72

mm 100 120 120 120 120

Bolster area (L-R x B)
in. 70.87 x 29.92 86.61 x 37.01 98.43 x 39.37 98.43 x 39.37 98.43 x 39.37

mm 1800 x 760 2200 x 940 2500 x 1000 2500 x 1000 2500 x 1000

Bolster thickness
in. 5.91 6.30 6.30 7.48 7.48

mm 150 160 160 190 190

Slide area (L-R x F-B)
in. 62.99 x 25.59 72.84 x 29.53 82.68 x 35.43 86.61 x 35.43 86.61 x 35.43

mm 1600 x 650 1850 x 750 2100 x 900 2200 x 900 2200 x 900

Side opening
in. 27.56 x 17.72 35.43 x 23.62 35.43 x 23.62 35.43 x 23.62 35.43 x 23.62

mm 700 x 450 900 x 600 900 x 600 900 x 600 900 x 600

Main motor HP x p AC 20 x 4 + INV
(V. S. 20 x 4)

AC 25 x 4 + INV
(V. S. 25 x 4)

AC 30 x 4 + INV
(V. S. 30 x 4)

AC 30 x 4 + INV
(V. S. 30 x 4)

AC 40 x 4 + INV
(V. S. 40 x 4)

Slide adjusting motor HP x p 1 x 4 2 x 4 2 x 4 2 x 4 2 x 4

DIE CUSHION DEVICE

Type 2P2C

Capacity
US Tons 6 x 2 11 x 2 15 x 2 15 x 2 15 x 2

Metric Tons 6.3 x 2 10 x 2 14 x 2 14 x 2 14 x 2

Air pressure
PSI 102.41 96.01 128.01 128.01 128.01

Kg / cm² 7.2 6.75 9 9 9

Stroke length
in. 2.76 3.15 3.94 3.94 3.94

mm 70 80 100 100 100

Pad area
in. 16.14 x 10.24 x 2pcs 21.26 x 13.78 x 2pcs 25.20 x 18.50 x 2pcs 25.20 x 18.50 x 2pcs 25.20 x 18.50 x 2pcs

mm 410 x 260 x 2pcs 540 x 350 x 2pcs 640 x 470 x 2pcs 640 x 470 x 2pcs 640 x 470 x 2pcs
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lbs. 2645 3306 4850 5291 5291

kg 1200 1500 2200 2400 2400

Slide adjustment
in. 3.94 4.72 4.72 4.72 4.72

mm 100 120 120 120 120

Bolster area (L-R x B)
in. 70.87 x 29.92 86.61 x 37.01 98.43 x 39.37 98.43 x 39.37 98.43 x 39.37

mm 1800 x 760 2200 x 940 2500 x 1000 2500 x 1000 2500 x 1000

Bolster thickness
in. 5.91 6.30 6.30 7.48 7.48

mm 150 160 160 190 190

Slide area (L-R x F-B)
in. 62.99 x 25.59 72.84 x 29.53 82.68 x 35.43 86.61 x 35.43 86.61 x 35.43

mm 1600 x 650 1850 x 750 2100 x 900 2200 x 900 2200 x 900

Side opening
in. 27.56 x 17.72 35.43 x 23.62 35.43 x 23.62 35.43 x 23.62 35.43 x 23.62

mm 700 x 450 900 x 600 900 x 600 900 x 600 900 x 600

Main motor HP x p AC 20 x 4 + INV
(V. S. 20 x 4)

AC 25 x 4 + INV
(V. S. 25 x 4)

AC 30 x 4 + INV
(V. S. 30 x 4)

AC 30 x 4 + INV
(V. S. 30 x 4)

AC 40 x 4 + INV
(V. S. 40 x 4)

Slide adjusting motor HP x p 1 x 4 2 x 4 2 x 4 2 x 4 2 x 4

DIE CUSHION DEVICE

Type 2P2C

Capacity
US Tons 6 x 2 11 x 2 15 x 2 15 x 2 15 x 2

Metric Tons 6.3 x 2 10 x 2 14 x 2 14 x 2 14 x 2

Air pressure
PSI 102.41 96.01 128.01 128.01 128.01

Kg / cm² 7.2 6.75 9 9 9

Stroke length
in. 2.76 3.15 3.94 3.94 3.94

mm 70 80 100 100 100

Pad area
in. 16.14 x 10.24 x 2pcs 21.26 x 13.78 x 2pcs 25.20 x 18.50 x 2pcs 25.20 x 18.50 x 2pcs 25.20 x 18.50 x 2pcs

mm 410 x 260 x 2pcs 540 x 350 x 2pcs 640 x 470 x 2pcs 640 x 470 x 2pcs 640 x 470 x 2pcs
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